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AMENDMENTS TO THE CLAIMS 

Please amend the claims as follows. 

1. (Currently Amended) A method of transmitting a television programme and other 
data, comprising: 

at a transmitting system, integrating into a digital datastream an application code 
for an application for causing the receiver/decoder to operate in an Internet 
mode; and transmitting the digital datastream containing at least one 
television programme; 

at a user's receiver/decoder: 

receiving the digital datastream; 

in a download mode, extracting the application code from the digital 
datastream; and 

in the download mode, starting the application defined by the extracted 
application code to cause the receiver/decoder to operate in the 
Internet mode, 

wherein the receiver/decoder, operating in Internet mode, is configured to: 
use a modem to communicate with a communications centre via a 
public switched telephone network (PSTN) connection ; 
receive an Internet request from the user; and 
transmit the Internet request via the modem to the communications 
centre; 

wherein the receiver/decoder, operating in a television mode, is configured to: 
extract such a television programme from the digital datastream; and 
supply the extracted television programme to a television; and 

wherein, the communications centre is configured to: 
receive such an Internet request; 

obtain from the Internet a response to the received Internet request; and 
supply the Internet response to the transmitting system by sending a data 
packet, over the PSTN connection, containing information to 
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enable the receiver/decoder to extract the Internet response sent 
over a satellite link ; 

at the transmitting system, integrating the supplied Internet response into the 

digital datastream; and 
at the receiver/decoder, in the Internet mode, extracting the Internet response from 

the digital datastream sent over the satellite link and supplying the 

extracted Internet response to the user. 

2. (Previously Presented) The method as claimed in claim 1, wherein the extracted 
Internet response is supplied to the user by being displayed on the television. 

3. (Previously Presented) The method as claimed in claim 1, wherein the extracted 
Internet response is supplied to the user via a computer connected to the 
receiver/decoder. 

4. -21. (Canceled) 

22. (Previously Presented) The method as claimed in claim 1, wherein the transmitting 
system transmits the digital datastream in an MPEG format, and the data other than 
the television programme(s) is included in at least one private section of the MPEG 
datastream. 

23. (Canceled) 

24. (Currently Amended) A digital television receiver/decoder, comprising: 

datastream receiving means for receiving a digital datastream, wherein the 
received digital datastream comprises an application code integrated into 
the digital datastream before transmission, wherein the application code is 
for an application that, when executed, causes the receiver/decoder to 
operate in an Internet mode; 

extracting means for extracting a television programme, the application code, and 
an Internet response from the received datastream, wherein the Internet 
response is extracted by receiving a data packet, over the PSTN 
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connection, containing information to enable the receiver/decoder to 
extract the Internet response sent over a satellite link, 
television supplying means for supplying the extracted television programme to a 
television; 

user input interface means for receiving an Internet request from the user in 
Internet mode, wherein the receiver/decoder starts the application defined 
by the extracted application code to cause the receiver/decoder to operate 
in the Internet mode,; and 

a modem for dialing up a communications centre via a public switched telephone 
network (PSTN) connection and transmitting the received Internet request 
to the communications centre in Internet mode. 

25. (Previously Presented) The receiver/decoder as claimed in claim 24, wherein the 
television supplying means is operable to supply the extracted Internet response to the 
television. 

26. (Previously Presented) The receiver/decoder as claimed in claim 24, further including 
a computer output port, the receiver/decoder being operable to supply the extracted 
Internet response to a computer connected to the computer output port. 

27. - 39. (Canceled) 

40. (Previously Presented) The receiver/decoder as claimed in claim 24, wherein the 
extracting means is operable to extract application code from the digital datastream; 
and further including processing means operable to start an application defined by the 
extracted application code. 

41. (Previously Presented) The receiver/decoder as claimed in claim 24, wherein the 
datastream receiving means is operable to receive such a datastream in an MPEG 
format, and the extracting means is operable to extract the data other than the 
television programme(s) from at least one private section of the MPEG datastream. 

42. (Canceled) 
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43. (Currently Amended) A communications and digital television transmission system, 
comprising: 

a transmitting system for transmitting a digital datastream containing at least one 
television programme, wherein the digital datastream comprises an 
application code integrated into the digital datastream, wherein the 
application code is for an application that, when executed, causes a 
receiver/decoder configured to receive the digital datastream to operate in 
an Internet mode, 

wherein the receiver/decoder is configured to extract the application code and 

start the application to operate in Internet mode; and 
a communications centre operable to: 

receive an Internet request from a user's modem via a public switched 

telephone network (PSTN) connection , 
[[to]] obtain from the Internet a response to the received Internet request^ 
and 

[[to]] supply the Internet response to the transmitting system by sending a 
data packet, over the PSTN connection, containing information to 
enable the receiver/decoder to extract the Internet response sent 
over a satellite link ; 

the transmitting system being operable to integrate the supplied Internet response 
into the digital datastream. 

44. (Previously Presented) The communications and digital television transmission 
system as claimed in claim 43, wherein the transmitting system is also operable to 
integrate into the digital datastream application code for an application for causing a 
digital television receiver/decoder to operate in an Internet mode. 

45. - 56. (Canceled) 

57. (Previously Presented) The communications and digital television transmission 
system as claimed in claim 43, wherein the transmitting system transmits the digital 
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datastream in an MPEG format, and the data other than the television programme(s) 
is included in at least one private section of the MPEG datastream. 

58.-68. (Canceled) 
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